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HCI Host Control and Baseband Commands

OGF OCF Op-code    
0x03 0x0001 0x0C01 V1.1 V1.2 Set_Event_Mask
0x03 0x0002 0x0C02   not used
0x03 0x0003 0x0C03 V1.1 V1.2 Reset
0x03 0x0004 0x0C04   not used
0x03 0x0005 0x0C05 V1.1 V1.2 Set_Event_Filter
0x03 0x0006 0x0C06   not used
0x03 0x0007 0x0C07   not used
0x03 0x0008 0x0C08 V1.1 V1.2 Flush
0x03 0x0009 0x0C09 V1.1 V1.2 Read_PIN_Type
0x03 0x000A 0x0C0A V1.1 V1.2 Write_PIN_Type
0x03 0x000B 0x0C0B V1.1 V1.2 Create_New_Unit_Key
0x03 0x000C 0x0C0C   not used
0x03 0x000D 0x0C0D V1.1 V1.2 Read_Stored_Link_Key
0x03 0x000E 0x0C0E   not used
0x03 0x000F 0x0C0F   not used
0x03 0x0010 0x0C10   not used
0x03 0x0011 0x0C11 V1.1 V1.2 Write_Stored_Link_Key
0x03 0x0012 0x0C12 V1.1 V1.2 Delete_Stored_Link_Key
0x03 0x0013 0x0C13 V1.1 V1.2 Write_Local_Name (previously Change_Local_Name)
0x03 0x0014 0x0C14 V1.1 V1.2 Read_Local_Name
0x03 0x0015 0x0C15 V1.1 V1.2 Read_Connection_Accept_Timeout
0x03 0x0016 0x0C16 V1.1 V1.2 Write_Connection_Accept_Timeout
0x03 0x0017 0x0C17 V1.1 V1.2 Read_Page_Timeout
0x03 0x0018 0x0C18 V1.1 V1.2 Write_Page_Timeout
0x03 0x0019 0x0C19 V1.1 V1.2 Read_Scan_Enable
0x03 0x001A 0x0C1A V1.1 V1.2 Write_Scan_Enable
0x03 0x001B 0x0C1B V1.1 V1.2 Read_Page_Scan_Activity
0x03 0x001C 0x0C1C V1.1 V1.2 Write_Page_Scan_Activity
0x03 0x001D 0x0C1D V1.1 V1.2 Read_Inquiry_Scan_Activity
0x03 0x001E 0x0C1E V1.1 V1.2 Write_Inquiry_Scan_Activity
0x03 0x001F 0x0C1F V1.1 V1.2 Read_Authentication_Enable
0x03 0x0020 0x0C20 V1.1 V1.2 Write_Authentication_Enable
0x03 0x0021 0x0C21 V1.1 V1.2 Read_Encryption_Mode
0x03 0x0022 0x0C22 V1.1 V1.2 Write_Encryption_Mode
0x03 0x0023 0x0C23 V1.1 V1.2 Read_Class_of_Device
0x03 0x0024 0x0C24 V1.1 V1.2 Write_Class_of_Device
0x03 0x0025 0x0C25 V1.1 V1.2 Read_Voice_Setting
0x03 0x0026 0x0C26 V1.1 V1.2 Write_Voice_Setting
0x03 0x0027 0x0C27 V1.1 V1.2 Read_Automatic_Flush_Timeout
0x03 0x0028 0x0C28 V1.1 V1.2 Write_Automatic_Flush_Timeout
0x03 0x0029 0x0C29 V1.1 V1.2 Read_Num_Broadcast_Retransmissions
0x03 0x002A 0x0C2A V1.1 V1.2 Write_Num_Broadcast_Retransmissions
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0x03 0x002B 0x0C2B V1.1 V1.2 Read_Hold_Mode_Activity
0x03 0x002C 0x0C2C V1.1 V1.2 Write_Hold_Mode_Activity
0x03 0x002D 0x0C2D V1.1 V1.2 Read_Transmit_Power_Level
0x03 0x002E 0x0C2E V1.1 V1.2 Read_SCO_Flow_Control_Enable
0x03 0x002F 0x0C2F V1.1 V1.2 Write_SCO_Flow_Control_Enable
0x03 0x0030 0x0C30   not used
0x03 0x0031 0x0C31 V1.1 V1.2 Set_Host_Controller_To_Host_Flow_Control
0x03 0x0032 0x0C32   not used
0x03 0x0033 0x0C33 V1.1 V1.2 Host_Buffer_Size
0x03 0x0034 0x0C34   not used
0x03 0x0035 0x0C35 V1.1 V1.2 Host_Number_Of_Completed_Packets
0x03 0x0036 0x0C36 V1.1 V1.2 Read_Link_Supervision_Timeout
0x03 0x0037 0x0C37 V1.1 V1.2 Write_Link_Supervision_Timeout
0x03 0x0038 0x0C38 V1.1 V1.2 Read_Number_Of_Supported_IAC
0x03 0x0039 0x0C39 V1.1 V1.2 Read_Current_IAC_LAP
0x03 0x003A 0x0C3A V1.1 V1.2 Write_Current_IAC_LAP
0x03 0x003B 0x0C3B V1.1 V1.2 Read_Page_Scan_Period_Mode
0x03 0x003C 0x0C3C V1.1 V1.2 Write_Page_Scan_Period_Mode
0x03 0x003D 0x0C3D V1.1 — Read_Page_Scan_Mode
0x03 0x003E 0x0C3E V1.1 — Write_Page_Scan_Mode
0x03 0x003F 0x0C3F — V1.2 Set_AFH_Host_Channel_ Classification
0x03 0x0040 0x0C40   not used
0x03 0x0041 0x0C41   not used
0x03 0x0042 0x0C42 — V1.2 Read_Inquiry_Scan_Type
0x03 0x0043 0x0C43 — V1.2 Write_Inquiry_Scan_Type
0x03 0x0044 0x0C44 — V1.2 Read_Inquiry_Mode
0x03 0x0045 0x0C45 — V1.2 Write_Inquiry_Mode
0x03 0x0046 0x0C46 — V1.2 Read_Page_Scan_Type
0x03 0x0047 0x0C47 — V1.2 Write_Page_Scan_Type
0x03 0x0048 0x0C48 — V1.2 Read_AFH_Channel_Assessment_Mode
0x03 0x0049 0x0C49 — V1.2 Write_AFH_Channel_Assessment_Mode
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